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ings.
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rail and pathway grade crossings.
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appointment of responsible railroad.
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by dispatching and maintaining rail-
roads.
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nance.

234.313 Recordkeeping.

234.315 Electronic recordkeeping.

234.317 Compliance dates.

APPENDIX A TO PART 234—SCHEDULE OF CIVIL
PENALTIES

APPENDIX B TO PART 234—ALTERNATE METH-
ODS OF PROTECTION UNDER 49 CFR
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AUTHORITY: 49 U.S.C. 20103, 20107, 20152,
21301, 21304, 21311, 22501 note; Pub. L. 110-432,
Div. A, Secs. 202, 205; 28 U.S.C. 2461, note; and
49 CFR 1.89.

SOURCE: 61 FR 31806, June 20, 1996, unless
otherwise noted.

Subpart A—General

§234.1 Scope.

(a) This part prescribes minimum—

(1) Maintenance, inspection, and test-
ing standards for highway-rail grade
crossing warning systems;

(2) Standards for the reporting of
failures of highway-rail grade crossing
warning systems and for the actions
that railroads must take when such
systems malfunction;

(3) Requirements for particular iden-
tified States to develop State highway-
rail grade crossing action plans; and

(4) Requirements that certain rail-
roads establish systems for receiving
toll-free telephone calls reporting var-
ious unsafe conditions at highway-rail
grade crossings and pathway grade
crossings, and for taking certain ac-
tions in response to those calls.

(b) This part does not restrict a rail-
road from adopting and enforcing addi-
tional or more stringent requirements
not inconsistent with this part.

[77 FR 35190, June 12, 2012]

§234.5

§234.3 Application and responsibility
for compliance.

(a) With the exception of §234.11, this
part applies to all railroads except the
following:

(1) Operations of a plant railroad as
defined in §234.5;

(2) Rapid transit operations in an
urban area that are not connected to
the general railroad system of trans-
portation; or

(3) Tourist, scenic, historic, or excur-
sion operations conducted only on
track used exclusively for that purpose
(i.e., there is no freight, intercity pas-
senger, or commuter passenger railroad
operation on the track) and only on
track inside an installation that is in-
sular; i.e., the operations are limited to
a separate enclave in such a way that
there is no reasonable expectation that
the safety of the public—except a busi-
ness guest, a licensee of the railroad or
an affiliated entity, or a trespasser—
would be affected by the operation. An
operation will not be considered insu-
lar if one or more of the following ex-
ists on its line:

(i) A public highway-rail crossing
that is in use;

(ii) An at-grade rail crossing that is
in use;

(iii) A bridge over a public road or
waters used for commercial navigation;
or

(iv) A common corridor with a rail-
road, i.e., its operations are within 30
feet of those of any railroad.

(b) Although the duties imposed by
this part are generally stated in terms
of the duty of a railroad, each person,
including a contractor or subcon-
tractor for a railroad, who performs
any task covered by this part, shall
perform that task in accordance with
this part.

[77 FR 35190, June 12, 2012]

§234.5 Definitions.

As used in this part:

Activation failure means the failure of
an active highway-rail grade crossing
warning system to indicate the ap-
proach of a train at least 20 seconds
prior to the train’s arrival at the cross-
ing, or to indicate the presence of a
train occupying the crossing, unless
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